
DRAFT QR/TDs :  ALFORD STRIP CHARGE 

Ser 
No 

Parameter QR TD 

1 
 

Physical Characteristics 
 

It should be either PVC or Aluminum bodied. To be physically checked by BOO. OEM 
to provide the requisite certificate. 

It should be easily assembled and cut as per 
requirement of user. 

To be physically checked by BOO. OEM 
to provide the requisite certificate. 

Charges should be efficient tamped strip 
charges capable of cutting through various 
materials to gain access through the obstacle. 

To be physically checked by BOO. 

2 
 

Weight  and Dimensions PEK should be filled as a main charge. To be physically checked by BOO. OEM 
to provide the requisite certificate. 

It should be available in different dia varying 
from 20mm to 80mm diameter and length should 
be one meter and 0.5 meter. 

To be physically checked by BOO. OEM 
to provide the requisite certificate. 

Design should facilitate fabrication of frame 
shaped charges with the help of elbow joints and 
should also suppress the flash of the explosion 
to reduce injury or fire. 

To be physically checked by BOO. 

3 Op Range Capabilities  It should be able to cut min 10mm and 60mm 
steel plate or hard structures. 

To be physically checked by BOO. OEM 
to provide the requisite certificate. 

4 
 

Ease of use The end caps should be designed to fit firmly 
onto the ends of the charge case. 

To be physically checked by the BOO. 

The end caps should have provision to insert 
wires for electric current to detonator or Shock 
Tube. 

To be physically checked by the BOO. 

The charge case should be provide with 
accessories like adhesive tape and sealant for 
under water use. 

To be physically checked by the BOO. 

Adhesive tapes or any other alternative means 
should be provided with the strip charges to affix 
the charge on dry and wet surfaces. 

To be physically checked by the BOO. 



2 
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6 Durability Material configuration of the containers should 
not get altered due to prolonged exposure to 
water and moisture. 

OEM to provide the requisite certificate. 

Storage temperature should be between 10 to 
55 degrees centigrade and humidity should be 
max 80%. 

OEM to provide the requisite certificate. 

7 Miscellaneous Live training will be provided by the supplier to 
the user force for training and safety of use after 
the supply of eqpt.  

OEM to provide the requisite certificate. 

Transportation bag will be provided for carrying 
eqpt to ops. 

To be physically checked by the BOO. 

 

 

 

 

 

 

 

 

 

 



INVITATION OF VENDOR COMMENTS ON QR/ TDS OF

1 . All firms are requested to offer their comments on e-mail address
twoic.weops@nsq.qov. in or qcwe.opsbr@nsq.qov. in

QRs TDS Comments by the Firm

2. You are requested to offer comments within 15 days from the date of uploading
on the website. The QR/TDs of above mentioned equipmenU weapon are being
considered by Sub Group Committee Meeting for finalisation.

Dated Nov 2019 (Ankit Singh)
Maj
TC WE)
For lG (Ops)


