
INVITATION OF VENDOR COMMENTS ON QR/ TDs 
OF EXTENSION SEARCH MIRROR 

1o It is intimated that firms/ vendors’ comments are invited on the QR/ TDs of Extension Search 
Mirror. All firms are requested to offer their comments on e-mail address scord@nsg.gov.in or 
geproc@nsg.gov.in as per under mentioned format. 

QRs TDs Comments by the firm 

2. You are requested to offer comments within 15 days from the date of uploading on the website. 
The QR/ TDs of above mentioned equipment/ weapon are being considered by sub group committee 
meeting for finalization. 

Dated : o’,Aug 2023 (AnKit dhary) 
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REVISED DRAFT QRs & TDs OF EXTENSION SEARCH MIRROR : 27 JUL 2023 

Ser | Parameter QRs/Specification Trial Directives 
No. 

1. | Camera type | Color camera with dual modes as under :- 'The BOO will Check Physically and NABL report. 
(a) Visible light mode/ Monochromatic 

(b) IR mode 

The camera should be waterproof (ip67), splash proof. The 
camera sensors should adapt to low light condition. 

2 Camera Manual movement with remotely operated function with 360° [The BOO will Check Physically 
movement and tilt. 

3. | Monitor Minimum 4" full HD with anti glare screen and good outdoor [The BOO Will Physically (Check The Size Of The Screen. Certificate 
visibility. For Resolution From A National Accredited Lab To Be Provided By 
should rest around the user's neck for ease of viewing The Film And BOO To Check Physically The Ease Of Viewing And 
screen 'The Monitor Display Picture So Clearly That All The Items Can Be 

Easily Differentiated In Light And Dark Conditions, When The Noniter 
Rest Around The User's Neck. 

4. Telescopic The length should be as under: 'The BOO Will Physically Check. 
pole (a) Folded — Not less than 90 cm 

(b) With extension =180 cm minimum 
It should be lightweight with good rubber grip for easy 
handling. 

5. | Trolley under —vehicle trolley 'The BOO Will Physically Check. 



Ser | Parameter QRs/Specification Trial Directives 
No. 

6. | Castors (a) Should have minimum three swivel castor wheels for smooth IThe BOO Will Physically Check. 

operation. 

(b) Spare set of wheels yo be provided with the product. 

s Battery (a) Commercially available battery with backup of 3 to 4 hrs in one IThe BOO Will Check Physically. 
full charge. 

(b) Charging time - 30 mins to 45mins max IThe BOO Will Check Physically. 

(c) Aspare set of battery alongwith compatible charger. IThe BOO Will Check Physically. 

8. Operational | a) The unit should have modular design to allow the operator to [The Extension Search Mirror To Be Fully Assembled And The 
features quickly change from under vehicle search mode to pole cam mode.  [Smoothness In Functioning When It Is Changed From Under 

required \Vehicle Search Mode To Pole Cam Mode Is To Be Checked. 
b) No tools should be required to change from one mode to another. (It Is To Be Seen That Manual And Tilt Function Are Easy 

\When The Operator Change The Directions Of The Camera 
¢) Manual swivel and tilt function should make it easy for the operator |And There Is No Obstruction From Any Of Its Attachments Or 
to point the camera in any direction off the end of the pole. Cables). 

9. Accessories | Camera cover to reduce glare from IR led and protective case. Undertaking By The Company Would Be The Acceptance 
required Criteria. 



Ser Parameter QRs/Specification Trial Directives 
No. 

10 | Spare support | Spares availability for min five yzars. /A undertaking to be provided by firm and to be checked by BOO. 

11 | Training Minimum 03 days training to be provided by firm at {A undertak ng to be provided by firm and to be checked by BOO. 
user premises wihout any cost. 

12 | Warranty Minimum one year warranty to be provided by firm. A undertaking to be provided by firm and to be checked by BOO. 

13. | Miscellaneous | The firm will provide the following documents/literature 
(in English language along with the equipment ) :- 

(a) Technical Manual with full description of all the 
item 

'To be checked physically by the BOO 

(b) User's Hand Book 'To be checked physically by the BOO 

(c) Literature on care and preservation technique, 
as applicable 

'To be checked physically by the BOO 

(d) Specification for packing, 
handling/transportation/storage 

To be checked physically by the BOO 

(e) Details regarding periodical checks to be carried 
out by the user for serviceability of the equipment. 

ITo be checked physically by the BOO 

L ob 



REVISEL) DRAFT QRs & TDs OF BOMB BASKET : 27 JUL 2023 

Ser QRs / Specification Trial Directives 
No 

1. | The explosive rating of bomb basket will be minimum 2 kg tnt In Addition To The Certification , 2kg TNT Equivalent Charge Will Be Placed & equivalents for single use. Blast Inside The Bomb Basket also (Certificate From a National / International 
Accredited Lab for Each Bomb Basket Will Be Provided By The OEM / Firm) 

2. | The weight of the bomb basket in proportion to the explosive will  [To Be Checked Physically By The BOO. 
be as under :- 

(a) 2 kg tnt equivalent — Not more than 100 kg 

(b) 3 kg tnt equivalent — Not more than 150 kg 

(c) 4 kg tnt equivalent — Not more than 200 kg 

(d) 5 kg tnt equivalent — Not more than 250 kg 
3. | The volume of the bomb basket will be minimum 80 liters. To Be Checked Physically By The BOO By Filling The Bomb Basket With Water. 
4. | The diameter of the opening of the bomb basket will be minimum  |[To Be Checked Physically By The BOO 

18 inches (1.5 feet). 
TO BE SPECIFIED BY USER AT TENDERING STAGE. 

5. | The height of the bomb basket will be minimum 24 inches (2 feet). [To Be Checked Physically By The BOO 
TO BE SPECIFIED BY USER AT TENDERING STAGE. 

6. | The bomb basket should direct primary fragments surrounding the {To Be Physically Checked Simultaneously With Test at Serial No.1 Above With explosive upward through the opening on top. 100 Gram of Different Types of Nails. 
7. |The bomb basket should prevent any horizontal [To Be Physically Checked Simultaneously With Test at Serial No.1 & 6 Above. 

displacement/movement of fragments. 

8. | The bomb basket should not be made of any material which may (To Be Physically Checked While Carrying Out The Blast. OEM Certificate For act as secondary fragments. Compliance Also Required. 
9. | The bomb basket should not rupture in the event of the blast 

irrespective of position of the charge. 
'To Be Physica'ly Checked Simultaneously With Test At Serial No. 1, 6 &7 Above. 

OEM Certificate For Compliance Also Required. 



Ser QRs/Specification Trial Directives No 

10. | The bomb basket should have a cart/ trolley with heavy duty wheels for movement [To Be Checked Physically By The BOO. and should have tools to facilitate easily placement on explosive and loading and 
unloading from trailer. 

11. | Spare Support A undertaking to be provided by firm and to be checked by BOO. 

Spares availability for min five years. 

12. | Training /A undertaking to be provided by firm and to be checked by BOO. 

Minimum 0Zdays training to be provided by firm at user premises wihout any cost. 
13. | Warranty A undertaking to be provided by firm and to be checked by BOO. 

Minimum one year warranty to be provided by firm. 

14. | Miscellaneous 

The firm will provide the following documents/literature (in English language along 
with the equipment ) :- 

(a) Technical Manual with full description of all the item To be checked physically by the BOO 
(b) User’'s Hand Book To be checked physically by the BOO 
(c) Literature on care and preservation technique, as applicable To be checked physically by the BOO 

(d) Specification for packing, handling/transportation/storage To be checked physically by the BOO 
(e) Details regarding periodical checks to be carried out by the user for To be checked physically by the BOO 
serviceability of the equipment. 
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